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Document Camera:

1)

2)

3)
4)

5)

A high resolution SXGA document camera capable of 30 frames per second shall be added fo
the podium area.

The owner furnished laptop or PC computer shall be connected to the auxiliary 15pin VGA and
stereo mini audio input on the document camera and selected as a switched output for
presentation and recording as required.

The VGA output of the document camera shall be routed to the Client's existing LCD projector to
be viewed by the house participants.

The component video ocutput shall be routed through the existing floorbox composite video cable
to one of the analog inputs of the digital video switcher in the control room.

The audio output of the document camera/laptop computer shall be routed via a CobraNet 4-
Input expansion unit at the podium to the control room AV switcher.

Projection:

1)

DVR:
1)
2)
3)
4)

5)
6)

The existing owner furnished projector and projection surface shall be integrated. Verify Model.

A DVR shall be installed to receive program recording from the Digital Video Switcher.

The DVR shall include {1) composite video input and {1) composite video output.

The DVR shall include (1} mono audio input and (1} mono audic output.

Program audio and video material shall be recorded simultaneously on the DVR removable
300GB hard drive with a back up on an existing SVHS recorder with final display on an owner
furnished NTSC confidence monitor.

The DVR shall also be capable of burning to an SD card slot.

The technician shall remove the drive and burn the hard drive to a disc format to be determined
by the Client.

System Notes:
1)} An (8) input power sequencer/conditioner shall be added to the equipment rack for the new video

and audio system components.

2) The following existing equipment shall be integrated:

LCD/DLP projector;

Projection screen;

Control table with (2) 6RU rack mount bays;
JVC S-VHS recorder;

Confidence monitor;

Shure LX Series hand held microphone;

(2) 8-input power conditioners.

@ oooow

System Tralning:
1) Itis recommended that the Client opt for the 1-Day-On-site System Training provided by

BroadcastPix for the digital video switcher. An overview of all new equipment shall be provided
and shall be performed at approximately ¥ day.
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CONSULTANTS

SYSTEM COSTS: Manufacturer Part # Qty Price Extended
Camera System & Digital Controller
3-Chip Pan, Tilt, Zoom Camera Sony BRC-300 4 $3,950.00 $15,800.00
Camera Wall Mount Bracket Sony IC-WM-BRC-B 4 199.00 796.00
Serial Digital Camera Interface Card Seny BRBK-302 4 775.00 3,100.00
Camera Control (Up to 9 cameras) Sony RM-BR300 1 1,450.00 1,450,00
Digital Video Switcher BroadcastPix Slate 100d 1 10,995.00 10,995.00
4 Additional Analog Inputs w/ 1 Cutput BroadcaslPix 47 1 1,500.00 1,500.00
SD Sync Generator 1:7 w/DWP Power Supply  AJA GEN10/DWP 1 456.88 456.88
Monitors
20" LCD Monitor with SDI Input {Program) Sony LMD2030 1 1,250.00 1,250.00
SDI Input Card for SD| Monitor Sony BKM320D 1 345.00 345.00
20" Monitor UXGA 1680x1050 Native NEC LCD205WNXM-BK 2 449.00 B9B.00
DVR Recorder w/Removable 300GB Hard Drive { AVE MV-DR2000 1 1,031.25 1,031.25
Display Device
Digital Decument Camera 30fps Elmo P100 1 2,962,986 2,962.96
Audlo System
Desktep Microphone: Cardiod 18" Gooseneck  Shure MX418D/C g 320.00 2,880.00
with On/Off al Desktop Base
Digital Signal Processor Card Cage w/CobraNet Biamp AudiaFlex CM 1 3,633.00 3,633.00
Dual Channel MIC/LINE Input Cards Biamp P2 2 180.00 360.00
Dual Channel Output Cards Biamp OP2e 2 110.60 221.20
8-Input Mini Expander over Cat 5 Biamp AudiaEXP] 1 1,052.80 1,052.80
4-Input Mini Expander over Cat 5 Biamp AudiaEXPI-4 1 698.60 698.60
Veolume 8 Control Panel Biamp Volume 8 1 278.60 278.60
2-Channel 70volt Amplifier Crown CTS600 1 800.00 800.00
Loudspeakers JBL Control 28T-80 4 250.00 1,000.00
Infrastructure Materials
8-Input Sequencer/Power Conditioner Furman PSBRII 2 275.00 550.00
Cable, Connectors, Hardware SMC JM04000 1 1,000.00 1,000.00
Equipment Subtotal $53,056.29
Estimated State Tax 8.250% 4,377.39
Fraight Estimate 400.00
Equipment Total $57,836.68
Technical Services Job Code HRS
Project Design and Engineering SMC JLO3100 10 $125.00 $1,250.00
Project Management SMC JLO2150 24 100.00 2,400.00
Instatiation APDISMC JLO1100 48 100.00 4,800.00
Field Labor, Programming & Training Proud AVS  JLO4000 40 85.00 3,400.00
Includes Graphical User Interface (OFE XP Pro
Client computer required)
OPTIONAL 1-Day Training - BroadcastPix BroadcastPix 601 1 2,000.00 2,000.00
Documentiation & Administration Audio Proud AVS  JLDS100 5 50.00 250.00
Administration SMC JLOY000 6 50.00 300.00
Technical Services Subtotal $14,400.00
SYSTEM TOTAL $72,236.68
30% Down upon approval to proceed ordering equipment $21,671.00
Balance Due Upon Completion $50,565.67
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System Implementation:

Star Media Consultants in conjunction with APD Video and Proud Audio Video Solutions shall provide a
turnkey audiovisual system, to include equipment and materials, testing, training and warranty by
manufacturer trained and certified technicians.

Project Management, including meetings with the client's technical and contract representatives and
resolution of questions or issues outstanding, including:

Develop project schedule and oversight.

Stage equipment and materials at our shop and at the installation site.

Submit owner's manuals of all equipment documentation.

Supervise installation.

Attend two Council meetings to fine tune the system.

Provide end-user training on systems operation.

Facilitate completion of final punch list items.

Installation Labor, including

Pulling and bundling cables within the room.

Terminating all cable within room.

Installing equipment as specified.

Adjusting and balancing audio gain settings.

Assure the finished system meets the design criteria and functions per the design concept.
Site clean up and disposal, etc.

Exclusions

The following work is not included in our scope of work:
* Fire wall, ceiling, roof, and floor penetration.

+ Sheet rock replacement and or repair.

*  Core drilling.

+ All and all millwork (moldings, trim, etc.).

* Painting and patching.

«  Permits

Assumptions

* All owner-furnished equipment to be integrated is in good working order. Any cost to repair owner-
furnished equipment shall be the responsibility of the client.

Existing camera video coax cable can be replaced with high resolution RG59 as required.
Existing camera power and control cable can be replaced with new cable as required.

Client shall demonstrate existing cable paths and conduit.

Client shall install new conduit as required.

L] L] - -
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Schedule (Work to be performed 8am to 5pm, Monday through Friday)
We anticipate completion of the project on the following schedule:

* Receipt of client authorization to proceed accompanied by a 30% deposit. TBD
*  Receipt of all equipment required for installation — typically: Week 2-4
- Installation & Final Acceptance (4-6 working days) Week 3-6

We will work with you to develop an appropriate schedule for the project.

Standard Warranty

Star Media Consultants and Proud Audio Visual Solutions warrant the systems furnished to be free from
defects in workmanship (i.e. cables, connections and structures) failure for a period of one year from the
date of acceptance or first beneficial use, whichever occurs first. Warranty service for such defects shalil
be handled in a reasonable and timely manner from the time Star Media Consultants is notified by the
Owner or their agent.

Manufacturer's equipment warranties are of varying lengths (usually 90 days to 3 years). Star Media
Consultants shall warranty this equipment for the term established by the manufacturer on a depot
basis. Warranty does not apply to any product that has been subject to misuse, negiect, accident or

operational error.

Payment Terms

Payment shall be due 15 days after installation or first beneficial use. Progress billing shall be invoiced
every 14 days.

Implementation Team

Veronica Roussel will serve as Account Manager and Projector Manager and will provide primary
coordination of systems and equipment recommendations and pricing for the project.

Bill Proud of Proud Audio Visual Solutions shall serve as on-site installation coordinator.
Alden P. Daste of APD Video shall serve as Video Consultant.
Other contract technical resources shall be utilized as required.

Summary

We appreciate the opportunity to submit this proposal and look forward to working with you to improve
the audio video system in the City of Clayton Council Chamber.

Sincerely,

Veronica Roussel, Account Manager Date
Star Media Consultants

City of Clayton - Acknowledged Date
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Audio-Visual Equipment Specialists
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{925) 945-4900
(925) 9454966 Fax
Veronica@_SlarMediaAV.com

20390
03/12/09

ATTACHN

TO: City of Clayton

6000 Heritage Trail
Clayton, CA 94517

Requestor: Lacie Jackson Terms: Net 30 days
Phone: 673-7304 Delivery: As required
Fax:
E-Mail: ljackson@gi.clayton.ca.us FOB: Factory
Qry DESCRIPTION BT | QuoTE EXTENDED
OPTION #1 et
1) 1ea |NPS05 NEC 3,000 Lumen Projector 1024x768 Nalive Resolulion $2.298.00 $1,699.00 $1,699.00
2} 1 ea |NPOS5LP Replacement Lamp 210W 2500-3500 Hours 490.00 449.00 449.00
SUBTOTAL $2,798.00 $2,148.00
8.25% TAX| 23084 A
TOTAL 53,028.84 $2,325.21|
OPTION #2 |-
1) 1ea |NP1i50 NEC Pro Series 3,700 Lumens 1024x768 Native Resolulion $4.486.00 | $3,190.00 $3,190.00
2) 1ea |[NPOBLP  Replacement Lamp 330W AC 2,000-3,000 Hours 49900 449.00 449.00
SUBTOTAL|  $4,898.00 §3,639.00
8.25% TAX 412.34 300.22
TOTAL §5,410.34 $3,939.22
OPTION #3 o
1) 1ea |NP2150 NEC Pro Series 4,200 Lumens 1024x768 Native Resolution mjﬂ $3,340.00 $3,340.00
2} 1ea [|NPOBLP Replacementi Lamp 330W AC 2,000-3,000 Hours 420,00 449.00 449.00
SUBTOTAL $5.498.00 $3,789.00
8.25% TAX| : jﬂ ; S 312.59
TOTAL $5,051.58 $4,101.59 |
OPTION #4 _=
1) 1ea |NP3150 NEC Pro Series 5,000 Lumens 1024x768 Native Resolution iﬁ,‘ﬂi‘ﬂl $3,790.00 $3,790.00
2) 1ea |NPOELP Replacemenl Lamp 330W AC 2,000-3,000 Hours 449,00 449.00
SUBTOTAL $6,904.00 $4,239.00
8.25% TAX 494 51 349.72
TOTAL $6.488.51 $4,568.72
Above Prices Good for 30 Days
30% Restocking charge applies for relurned equipment
except for manufacturer's defects or shipping damage. Veronica Roussel, Account Representative Dale







NPF05/NPOOTW

Digital installation projectors

Powerful wireless and wired LAN connections provide high-speed,
content-rich communication with your audience.

FLEXIBILITY ENABLES PERFORMANCE

° Silicon Optix HQV™ technology is a high-performonce video processing/
scaling system designed for computer signals as well as standard or high.
definition video. The technology produces superior video processing using
pixel-based, motion-adaptive de-interlacing to remove undesirable motion
artifacts typical of Interlaced signals, This processing brings home-theater-
quality images to meeting rooms and classrooms

® Bright enough for most applications: 3000 lumens (NPY05) and
2000 lumens (NPFO1W)

® Windows Network Projector function within Windows Vista™ connects
directly to networked projectors without the need for additional
proprietary software

© Geometric correction tool allows you to project on spheres, cylinders, corner angles and more

® Remote desktop connection allows the projector to connect to a networked compurter remotely,
Controlling o networked computer is as simple as connecting o USB mouse and keyboard directly to
the projector's USB input,

° Flexible video/data connections, including S-video, HDMI with HDCP, composite
videq, two computer inputs and monitor output

¢ Advanced color management automatically adjusts for input type {presentation, movie, video,
graphic ond sRGB)

“ PIP/ESS allows two sources to be displayed on 1he screen ai one time in either o picture-in-picture or
side-by-side configuration

° Direct power off feature provides instantaneous shuldown of projector

® DICOM SlMulation setting designed for use in technical training for Digital Imaging and
Communications in Medicine applications

INTEGRATED NETWORKING AND ASSET MANAGEMENT

® Integrated high-speed wireless LAN IEEE 802.11bjg
= Presentation mode enables wireless connection between computer and projector
* Broadcast mode allaws you to send information from one computer to several prajectors
* Data conferencing mode enables you to send information to the projector ond other computers
* In training mode, the presenter’s computer can be used to view information en o particpant’s
computer screen
° Desktop control allows you ta securely transmit information wirelessly to the prejector from a
docking station or PC in another room
® Image Express Utility (IEU 2.0; compatible with Windows or Mac operating systems) dedicated
projector software provides wired and wireless data transmission via peer-to-peer or over the network
” Integrated RI45 connection for quick connection to the LAN (10/100 base-T copability)
° Remote diagnostics enable the user te monitor and make adjustments to the projector remotely

EXTENDING THE LIFE OF THE PROJECTOR

° ECO Mode™ technolegy increases lamp life by up to 50%

EntryLevel Intepration

HG\V
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Series Features and Benefits

CLOSED CAPTIONING
HQV™ PROCESSING

POWERFUL INTEGRATED NETWORKING
AND ASSET MANAGEMENT

REMOTE DIAGNOSTICS
COMPREHENSIVE INPUT PANEL

3D REFCRM WITH GEOMETRY
CORRECTION

ADDRESSABLE REMOTE CONTROL

INCLUDES REMOTE MOUSE RECEIVER AND
CARRYING CASE

LAMP SAVER TECHNOLOGIES

¢ Cabinet control lock setting enables user to deactivate buttons on cabinet to prevent unwanted changes to projector settings

* Logo lock restricts changes to logo soved in projector memory
® Password pratection restricts unauthorized use of projector
“ Secure data using WEP/WPA encryption

® Email notification informs the system administrator when the lamp approaches the end of its useful lifs

www.necdisploy.com




Specificalions for NPOOS/NPR0TW

12.27
(310mm)

!E Ntc T
- ] 11.4%

OFTICAL )
Dicploy Tochnology NP905. 0 63" LCD wilh MLA

NPYOIW. .56 LCD with MLA
Rezolotion
Mative NPS05: XGA 1024 x 758
NPQIW: WXGA 1280 « 800

UXGA 1600 % 1200
NP05; 3000 normal
NPFOIW: 2000 normal

Manimuam
Light Oikkput [humans)

Controst Rolin MNP$05: S00:1
NPPOIW: 400:1
Lomp Type 210W AC

2500 hours normal [ 3500 howrs eco
2110 300 in /533 10 7620mm
151018

231036A./0.7 161 1m

Lomp Lile {up 1)

on Andle 8310 8.4 tele 1 9.9 10 10.3° wide
e 1.2
Focus Manual

F-anumber
Heyitone Conmection

F=1710207,1=189 10 22 7mm
+1- 40 degrees horizontal, 4/ 30 degrees venical

SIGHAL COMPATIRILITY/COMNECTIVITY
Sean Rope

Horizontal 15 - 108 kHz / Verlical 48 - 120 Hz
Supporied Video Standards

NTSC, NTSC4.43, PAL, PAL-60, PAL-M, PAL-N, SECAM
SDIHD Video Signal Compotibality 1080p, 1080i, 720p, 576p, 5761, 480p, 480

PL Signol Compatibility VGA, SVGA, XGA, SXGA, SXGA +, UXGA

Macinioth Compeibiling Yes

Inpot] Duput Termin

UNIQUE FEATURES

3D Reform™ allows you 10 square the imoge by adjusting
horizontally, vertically or dlogonally when the projector
cannot be placed parallel or perpendicular to the screen

RGH 1 fonalog) 15 pi
Advanced AccuBlend™ ensures detailed imoges when non- RGHZ ,:Lﬂ:,;:ﬂl 15 g::
native resclution sources are connected 1o the projecior Vidna'1 RCA

ey q ‘ ¥idpo 2 SVideo
Built-in woll color correction presets provide for adoptive Video 3 HOMI [v1.3 lip sync and deep color)
color tone correction to display properly on non-while Budin (2} L/R RCA, (2} mini slereo
surfaces Abdic Dut mini VAQ

i . Momiter Chu Yes
AutoSense™ cutomatically syncs with ony computer signal Audin SW speaker
and features one-touch imoge optimization Extermcl Control RS.232, IR, LAN

USH S8 2 0 high speed

Security bor ond Kensington lock slof enables security Sync Compaliility Separote Sync / Composite Sync [ Sync on G

cable to be attached to the projector

ELEC
64-stop imags mognification with location control LB

Pawaor Reg, 100 - 240V AC, 50/40Hz
0 p Input Coreeny I7A
ii:?:;t:’rm con be set to outomatically turn off the e Chrt e e 310W normal | 260W eeo

MECHAMICAL
insinliatjon OHenlation
Dimundiens (WeDeH)

Compulerdres presentations via USE drive inserted
directly into the projector allows you ta change images
using the wireless remote cantral provided

Floor/Fronl, Flocr/Rear, Ceiling/Fran, Ceiling/Rear
122 11.4x 4.9 in. / 310 x 289 x 125mm

B.2Mbs. [37kg

35dB normal / 29dB eco

Built-in HTTP page lor control end monitoring over o LAN USA UL 1950 FCC Class B, Canoda CSA9S0 (C.UL), NOM

in P,.:gll!ur.rm:

EMVIROMMENTAL
Ogerntionial Temp
Humidiny
Shoreg

Buitt-in closed captioning enables deceding ond display of O (R EP B T
text informatlon from a video 20-80% ron-condensing
Addressable remote control enables independent contral 14° ~ 122%F }.10° - 50°C

of multiple projectors

HCCESSORIES
MHI5LP
LEATHEIRODLLER
SCP100
LEATHERCASE
FWRCRD PIPX
RGECALFIFR
BMT-P2T
HrOTMR
SPKRI0
SC200
HPPNDATA

Replacemeni lamp

Laather rolling cose with extension handle and loptop camporimeni
Suspended ceiling plote

Leather carrying case with lopiop compariment

Power cable

RGB cable

Replacement remote

Replacement IR receiver for remote control of computer

Amplified 30W speaker

Security cable

WARRANTY

Registered owners receive o 2-yeor parts and lobor warranty
including the first year of InstaCara. The lomp is covered
for one year or 500 hours, whichever comes first, InstaCare
provides the original owner one year of gither limited 3 busi-
ness day repairfreturn or next business day exchange.

IN THE BOX

Remote control, batterles, power cord, RGA signal cable, lens
cop, user’s manual on CD-ROM, quick slart guide, product
registration cord, wired and wireless network setup guide, IR

remote control receiver, attuchable carrying handle

o

HPDIUCK
HFPORTM

MECEW AP
MECEWZHP
ADVEXOHT-MF
ADVENOHI-MP
HECECD

Airtight molded plostic shipping cose lor projector

Universal ceiling mouni

Ceiling mount with cusiom odapter plate for easy occess to lamp
and precision gear design for exoci 1ilt and roll adjusiments
Extends term of parts end lobor warronly 10 3 yeers

Extends ferm of parts and labor warrenty 10 4 years

Extends 1erm of InstoCore service progrom ta 2 yeors

Extends term of InstaCare service progrom ta 3 yeors

Projector recyching program, disposal certificate

13, corls, mount ecessories ond replocernent cables

NEC Display Solutions
500 Pork Bowloyerd, Suite 1100
Itescn; IL 60143
BOA-HEC-MORE




NP Installation Series

NP1150/NP2150/NP3150 digital installation projectors

Powerful installation projectors equipped to take on the most
demanding integration projects.

FLEXIBILITY ENABLES PERFORMANCE

® Silicon Optix HQV™ technology is a high-perfarmance video processing/
scaling system designed for computer signals as well as standard or high-
definition video. The technclogy produces superior video processing using
pixel-based, motion-odoptive de-interlacing to remove undesirable motion
artifacts typical of interlaced signals. This processing creates life-like
images in applications such as video conferencing.

 Bright enough for most applications: 3700 ANSI (NP1150j), 4200 ANSI
{NP2150) and 5000 ANSI (NP3150}

® Vertical ond horizental lens shift enables flexible projector placement

® Windows Network Projector function within Windows Vista™ connects directly to networked
projectors without the need for additional proprietary software

® Complete line of optional bayonet style lenses allow for a quick ond eosy lens change

® Geometric correction tool allows you to project on spheres, cylinders, corner angles and more

? Remote desktop connection allows the projector to connec! fo a networked computer remately,
Controlling @ networked computer is as simple os connecting o USB mouse and keyboard directly to
the projector’s USB input.

° Flexible video/data connections, including S-video, component video, DVI with HDCP, composite
video, two computer inputs {1-HD15 and 1-RGBHV} end monitor output

°® Advanced color management automatically adjusts for input type {presentation, movie, video,
graphic and sRGB)

° PIP{ESS allows two sources to be displayed on the screen at one time in either o picture-in-picture or
side-by-side configuration.

INTEGRATED NETWORKING AND ASSET MANAGEMENT

° Integrated high-speed wireless LAN IEEE 802.11b/g
* Presentation mode enables wireless connection between computer and projector
¢ Broadcast mode ollows you to send information from one computer to several projectors
¢ Data conferencing mode enobles you to send information to the projector and other computers
s |n training mode, the presenter’s computer con be used to view the porticipant’s computer
image on the projector
Desktop control allows you to securely transmit information wirelessly to the projector from a
docking station or PC in another room
® Image Express Utility (IEU 2.0; compatible with Windows or Mac operating systerns) dedicated
projector software pravides wired and wireless data transmission vio peer-to-peer or over the network
° Integrated RJ45 connection for quick connection to the LAN (10/10Q base-T capability)
? Remote diagnostics enoble the user to moniter and moke adjustments to the projector remotely

EXTENDING THE LIFE OF THE PROGJECTOR

? Eco-Mode™ technology increases lamp life by up to 50%

Professional Integration

Projectors

Series Features and Benefits

VERTICAL AND HORIZONTAL LENS SHIFT
HQVY™ PROCESSING

WINDOWS NETWORK PROJECTOR
REMOTE DESKTOP CONNECTION

COMPLETE LINE GF (5) BAYONET
STYLE LENSES

POWERFUL INTEGRATED NETWORKING
AND ASSET MANAGEMENT

REMOTE DIAGNOSTICS
COMPREHENSIVE INPUT PANEL

30 REFORM WITH GEOMETRY
CORRECTION

LAMP SAVER TECHNOLOGIES

® Lamp saver technolegies enable the cocling fan to continue running even after the power source is disconnected. Built-in sensors protect the lamp

and projector from overheating.

° Cabinet control lock setting enables user to deactivate buttons on cabinet to prevent unwanted chonges to projector settings

Logo lock restricts changes to logo saved in projector memory
° Password protection restricts unouthorized use of projector
® Secure date using WEP/WPA encryption

® Emall notification informs the system administrator when the lomp approaches the end of its useful life

www.necdisploy.com




(3:.;':‘ . —>| Specifications for NP1150/NP2150/NP3150

- = OFTICALS _l
E '} \ ‘Display Technalagy 08" LCD wish MLA
T {Resalition’
i
b

e XGA 1024 x 758
PRI UXGA 1600 x 1200
141~ Light Ouipu? {fumenz} NP1130 3700 normol
b NP215Q 4200 normal
NP3150 5000 normal

{358mm} :
Contrast Matio &00.1

| 2000 hours narmal 1 3000 hours eco
1 25 to 500 in, 435 10 12,700mm
: 1.5 10 2.0 {standard lens}
cdiem D shiinice 25106850, 07410209 m
iFrojection Ample’ 103 to 1089 tele/ 13.7 to 14 5° wide
Leri ’
Zoom Tto133
Facin Maonual
5.9% F-numhber F=171022mm, [=24.4 to 32.5mm
{150mm) Slsife Manual 50% vertical, 10% horizontal
SIGH AL COMPATIMLITYICONNECTIVITY,
Scon Rate . Horizonlal 15 - 108 kHz / Vertical 48 - 120 Mz
Suppomed Video Shendards b NTSC, NTSC4 43, PAL, PAL-60, PAL-M, PAL-N, SECAM
LMD ¥ideo'Sgnsl Compatikility 1080i, 720p. 574p, 576i, 480p, 480,
PC Signal Compuki I VGA, SVGA,. XGA, SXGA, SXGA +, UXGA
Macriazh Compal Yes
UNIQUE FEATURES i O IO v

RGE {analoy) 15 pin
5BNC

3D Reform™ al { ihe i d)ust
rm ™ allows you to square imoge by adjushing DD wf HDCP
RCA

harizontally, vertically or diogonally when the projeciar

connot be placed parallel or perpendiculor to the screen & Video

Component

{2} LIR RCA, (3) min1 stereo
mini VAO

Yes

5W speaker

Advanced AccuBlend ™ ensures detoiled images when non-
nokwve resolution sources are connected to 1the projector

Direct power off protects the lamp by enabling {he cooling
fanm to continue running ofter power is disconnected

Exfernn] Conmnl RS.232, IR
Built-in wall color correction presets provide for adaptive Sync Compalibdiy Separate Sync ! Composrte Syne { Sync on G
co:?r tone correction to display properly on non-white ELECTRICAL
SUZOCSS Fownr Rey 100 - 240V AC, 50/60Hz
AutoSense™ automatically syncs with any computer signal Enpuit Cirrrent 5.9A

. ’ Fownr Camusmptlon NP1150/NP2150 460W
and features one-louch image optmizaton NP3150 490W
Kensington lock slot enables security cable to be

attached to the projector

MECHANICAL

n C_I--.nnh_:li-:m FlooriFront, FloariRear. Ceiling/Front, Ceiling/Rear
64-atap image magnification with location control i mn [(WxDaH) :gg Tbu :1’ ; E 2in /399 x 358 x 150mm
A b 3 lbs / 9
Sleap timer can be set to automatically turn off the Fan Mol NP1150/NP2150 3448 nomal/30dB eco
projector NP3150. 38dB normal/31dB eco
) Requintiong USA UL 1930 FCC Class B, Canada CSAPS0 (C-UL), NOM
Discreet source keys for source selection
. o . EHVIROHMEMTAL
Computer-free presentations via LIJSB drive or PCMCIA Opetsiinnnl Temmn 41° = 104°F [ 5° - 40°C
card inserted directly into the projector allows you ta Humidie 20-80% non-condensing
chonge imoges using the wireless remate control provided Stormge 14° - 122°F { -10° - 50~C
High-spead wireless IEEE802.11g and improved circuilry ACCESSORIES
provide communicaotion up lo three times faster than HPOALP Replacement lamp
previous models NP BOOCM Ceing mourn
o o HEIODOTC Rolling case wilh extension handle
Built-in HTTP page far contral and monitaring over a LAN NEIDBOATA ATA certified caze for shippaing ond secure storage
network. E-mail notification of error messages or lamp SCrI0D Suspended ceiling plate
of. ; WPOIFL 0.8.1 fixed short throw lens
end-of.[ife can be sent to remote locations. il 118 - 1 541 2oam lens
HPFOAEL 1.94 - 3.07.1 z00m lens
WARRANTY HPAZL 298 - 4.77'1 zoom lens
Registered owners receive o 2-year parts and labor warranty :‘\:—'-EEE;D R 4.62 - 7.02:) zoom lens
including the first year of InstaCare. The lamp 1s covered RCBERLOIFY EE?:;EIZIE
for one year or 300 hours, whichever comes first [nstaCare RMTFIZ2 Replacement remate
provides the original owner one year of either limited 3 busi-
ness day repairfretum or next business day exchange. Addilional accessories are available, including screens, carts, mounl occessories and replocement cables
Vasit www necdisploy.com lor details
IN THE BOX

Remote conirol, remote control cable, bateries, power cord, £
RGB signol cable, lens cap, user's manual on CD-ROM, Ec - In
quick start guide. product registration card, wired ond wire- ‘

less network setup guide, PC Card lock, lens anti-theft screw

MEC Display Solutions

500 Pork Baulsvard, Suite 1100
thosco, ILE0143
(BAE-NEC-INFO




